
Address: 16 Dravnieku Street,
Lielvarde, LV-5070, Latvia
Web: www.preco.lv

Office: +371 65 071 850
E-mail: preco@preco.lv

TECHNICAL DATA SHEET

DRIVE OVER PIT

Drive over pit length, m (A) Walk over pit length, m (A)
3.0 4.0 5.0 6.0 A 3.0 4.0 5.0 6.0

B, m C, m
(Drive over pit) (Walk over pit)

Section volume D, m³/m
(Drive over pit) (Walk over pit) Volume, m³ Volume, m³

2.5 1.6 1,5 2,4 2,1 7.1 9.4 11.8 14.1 D x A 6.4 8.5 10.7 12.8

3.0 1.9 1,7 3,2 2,9 9.6 12.8 16.0 19.1 D x A 8.8 11.7 14.7 17.6

3.5 2.2 2,0 4,3 3,9 12.8 17.0 21.3 25.6 D x A 11.8 15.7 19.6 23.5

4.0 2.5 2,2 5,7 5,0 17.0 22.6 28.3 33.9 D x A 15.0 20.0 25.0 29.9

4.4 2.6 – 6,7 – 20.0 26.7 33.4 40.0 D x A – – – –

ACCESSORIES
Vertical frame extension
Level sensors – pressure or capacitive
LED floodlights with cover
Dust management solutions
Vibro-motors
Hot-Dip galvanization of drive over grating
(For drive over pit)

Sturdy design ensures long lasting solution in most demanding conditions. Intended for use of free-
flowing materials in agricultural or industrial sector. No horizontal surface avoids any material build up.
Compatible with Preco chain and flight conveyors.

Welded and painted bolt together frame with
H beams (Drive over pit)
Welded and painted bolt together frame with
square beams (Walk over pit)
Welded and painted drive over grating
(Drive over pit)
Welded and galvanized walk over grating
(Walk over pit)
Galvanized cone in 45 degree angle

STANDARD EQUIPMENT

Covered with welded and hot dip
galvanized grating, designed to carry
walk over loads.

Covered with painted grating designed
to carry load of 8t per wheel = 16t per
truck axis.
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ELEVATOR GRAVITY HOPPER

ON FLOOR HOPPER

Compatible with Preco bucket elevators E50, E80 and E100.
Delivered disassembled and can be loaded in standard trailers or containers. Gravity hopper can be
mounted directly to the elevator. It is equipped with a flow regulator, which prevents overloading to
ensure smooth product flow.

Compatible with Preco chain and flight conveyors S40 – S80 and K40 – K100. Delivered disassembled
and can be loaded in standard trailers or containers.
Custom solutions - Preco offers custom solutions where it isn’t possible to place standard pits, taking
into account customer needs and requests.

Can be placed on any flat surface
Suitable for various grain crops and
productivity intensity
Easy transporting and assembling
Can be equipped with side walls and PVC
cover

ADVANTAGES

Length, m (A)
3.0 4.0 5.0 6.0 A

B, m C, m Section volume D,
m³/m Volume, m³

1 0.8-0.9 0.4 1.1 1.5 1.9 2.3 D x A
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